Technical date sheet // Globoscope OR Voxel
Artist // Maxime Houot
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30cm diameter plastic spheres, equipped with battery / wireless driver / LED

Version : 1 (of 2)




PRESENTATION

When everything is switched on at the same time, it may look like this
Each individual sphere :




SPACE

Globoscope’s spheres (from 200 to 260 units) are distributed in a 20m*20 minimum surface

// Ground //

As spheres are just put on the floor the ground is not really important (but we prefer grass)
If the ground is made of grass : we'll use 20cm tent pegs to mark the position of the spheres & please make sure automatic watering is OFF

// Environment //

The space should be as noise free and as dark as possible.
Street lighting extinction of the venue during show times

// FOH - Control room //

We need to be able to see the whole venue from the control room
Ideally from above

// Audience//

The audience moves around the installation

// Storage //

Minimum 11m?2 all along our stay



TECHNICAL NEEDS

Sound

4 speakers (902 coverage each) + 4 subwoofer (ex: 4 112P + 2 or 4 * SB15P L-ACOUSTICS, or
equivalent)
1 small mixing desk
Position: usually at the center of the installation. Please confirm it with us

FOH - Control room

(if outdoors) 1 * 6x3m & 1 * 3x3m black tents
3 tables (2m*1m) + 4 chairs
8 * 2m barriers like the one on the picture
on the left to encircle the control room
Provide service lighting in the tents that can be easily switched on and off by our teams

Power equipment

Our sockets are PC16 type E/F
Please provide sockets which suits ours (1 in the control room, 16 for the drivers),
enough extension cords and power split to plug our 3 stacks (2kW per stack)

Power consumption
12000W (9000W during the recharge of lipo packs + 3000W for the Control Room)
+ power needed to power the PA System

Other equipment
(if indoor) Black strap barriers to encircle the installation
(if outdoor) stakes + white ropes to encircle the installation (no barrier tape!)
1 Pallet jack to move the stacks around

HUMAN NEEDS

1 qualified Stage Manager

With enough personnel, all along the event to install/breakdown PA System, control room and barriers

4 stage hands

Setup day (D-1): 8h
First show: 4h prior and 2h after

Subsequent shows: 2h prior and 2h after
+ 2h extra hours on the last day for breakdown

Security personnel

1 security guy to secure our equipment from the day of its arrival & all along the day (9:00 am until the show begins).
4 security guys (professionals) 30 minutes before the show until 30 minutes after the show
2 security guys (professionals) during the night until our team come back the next day



INSTALLATION’S LAYOUT

TO BE SPECIFIED WHEN THE VENUE WILL BE DEFINED

- : spheres

SR : white strap barriers or stakes + white ropes

=1 cables crossover

. : PA System. 4 * speakers (90° coverage each) + 4*subwoofers

- : control room.



PROVISIONAL SCHEDULE

D-2
Equipment and Collectif Coin arrive in your city
wireless communication test

D-1
We will : You will :
Draw the position of each sphere (9h <>19h) Place the barriers
Position the tent pegs Control room’s set up
Sound check PA System’s set up

If you would like to make a preview the day before the first show please notify our team before signing the contract, otherwise we keep the
right to refuse

D-day and each subsequent show
/ Afternoon /
Charge the spheres
We'll position the spheres (with helpers)
Debug

/ Evening /
SHOW

We take back all the spheres inside the control room (with helpers)
We prepare the recharge

Last show

3 or 4 hours to break everything down (with helpers)
Organizer’s autonomy in handling PA System, control room & barriers



